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P R O D U C T  D ATA S H E E T

H I G H L I G H T S
• Adjustable tilt, swivel, and rotate functions for optimal positioning

• Durable construction ensures long-lasting performance

• Simple and quick installation process

• Designed for NexiusZoom

• Also suitable for StereoBlue zoom,  

EMZ-4600 and EMZ-4700 microscope heads

• Guiding system for ring light/camera cables

ENZ-9047

T ECHNI C AL  SPECIFI C AT I O NS
A D J U S TA B I L I T Y
Tilt range     ±90°

Swivel range  180°

Rotation range   360°

Height range   max. 62 cm

C O M PAT I B I L I T Y
Head Holder    compatible with NexiusZoom microscope 

heads (and other 76 mm heads, such as 

StereoBlue and EMZ-4700 camera)

D I M E N S I O N S  ( S TA N D  W I T H O U T  H E A D  H O L D E R )
Maximum height   500 mm

Arm length    400 mm

D I M E N S I O N S  ( H E A D  H O L D E R )
Total height   100 mm

Width    145 mm

Depth    32 mm

Holder diameter   76 mm

M AT E R I A L S
Construction  High-grade steel and aluminum

Finish    Powder-coated for durability

W E I G H T
Stand weight  4.5 kg

Head holder weight  1 kg

I N S TA L L AT I O N
Mounting     Desktop clamp with adjustable width  

10-85 mm, or drilled through the desk for 

permanent fixation

Assembly    Quick assembly. Manual and tool included

• ENZ-9047 with  

NexiusZoom head and ring light

D I M E N S I O N S

MAXIMUM HEIGHT 500 mm  
ARM LENGTH 400 mm
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P R O D U C T  D ATA S H E E T

All information may be changed without prior notice

• ENZ-9047 with StereoBlue zoom head

• ENZ-9047 with EMZ-4600 head

• ENZ-9047 with EMZ-4700 head


